Switch Inspection Report/ Semi- Annual

WOo# 2990576

@ 1 2 Yard

e 5-31-12  Inspection Crew ES Eop\_ggn I ScrislER. S SELL

1. Location:

2. Switch iD# _3&7 18

3. Facing X Trailing
Rail Points

4. Point to Point )

5. Point Condition

SSY R
6. Qﬁint Throw Nothing less than 4” or greater than
5” Min 3 % “on house top point protector

N 4y R4
7. Pointopening
N 5% R SYs
8. Fit
R

9, @G)/eneral Condition of the points
Y R

Gage
10. Heel of Switch \
a. Main L /2

) b. Turnout SG 'y
_i. Gage ahead of Bend___ X(.%

Must not be less than 56” or more than 57” for “S”
12. Heel Spread in Inches

a. Main b3,&
b. Turnout { “a

Stock Rail
13. Bend — %
14. Condition ~ &

Bolts

15. Loose 0 N/A
16. Missing o N/A
Rivets

17. Loose s N/A
18. Missing Q N/A

19. Cotter Pins Missing Q N/A

20. Jam Nuts Loose ) N/A
21. Washers & Broken Missing

22. Standard Joints
YR N/A
73, Switch Plates
Je5 Y R N/A
' djustable Braces
R N/A

Remarks on Page 3

Flagman__(& LAM

25. Non-Adjustable

SYRE/D

Switch Rods

26. Front Rod
Y R N/A
27. #1 Rod (Basket Rod)
Y R N/A
28. #2 Rod

@Y R N/A
293 Rod
Y R N/A

30. #4 Rod
@ Y R N/A
31. Closure Rail
Y R N/A
32. Surface Rail
Y R N/A
Using a 62” Cord
S= Up to 1” Max allowed Speed
Y=1" to %” Max allowed 11/2 “ 40 MPH
R=11/2" TO %” 12 MPH Greater than 1 %” Out
of Service
33. Head Block Ties
Qv r
34. Switch Adjustment
Yes

35. Lubrication

OK
36. Switch Target/ Lamps
OK Missing @
37. Lathes
Missing__ N/A
38. Locks
Missing_ N/A

neraI Condition

40 ulated Joints
Y R



Frog Inspection Report/ Semi- Annual

L@ 1 2 Yard

WO#

2290576

Inspection Crew M\)OLLAR.D | SSHISLER. S SELL

te S-31-170
1. Location:
2. Switch ID# 367 I8
3. Facing X Trailing Fla

44. FrogTread N Y R
R ©@YR
45. Frog Number#_ [O
46. Frog Point Condition
Q@ vy R
47. Condition of Frog
Y R
48. Surface of Frog
QY R
49, Throatin Inches 3 '/g:
50. Flangeway Depth 2—
Flangeway Depth must-not be less than 1/2”

Gage .
1. Main Track S v
2. Turnout Track Sl /o

Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage N__S¢ /o R_su4 "2
Guard Rail Gage must be less than 54 3/8”
54. Backtoback N__S2 Sar 3z Sp
Back to Back must be less than 53 1/8”
55. Condition
Y R
56. Location of Guard Rail ( Relation to Point)

©YRr

Guard Rail Clamps
57. Main Track
Y R N/A

58 Aurnout Track
Y R N/A

Class 1 Gage 56” to 57 %"
More than 57 1/2 “ Out of Service

Class 3 Gage 56” to 57”
yre than 57" to 57 %4” downgrade to

Class2andgetsa ¥

Remarks on page 3

gman G LAK,

Turnout Ties
59. Conditions

Y R
60. Rail Movement
®vy R
Tie Plates
61. Lead
S Y R
62. Guard Rail Flangeway

63

64

s Y RN_Z% R
Guard Rail Flangeway cannot be less 175"
. Guard Rail Plates

DY R

. Frog Plates

@YR

Bolts

65
66

. Loose o N/A
. Missing © N/A

Rivets

67.
68.
69.
70.
71.
72.

73.

74.

75.

76

Loose =) N/A

Missing o N/A

Nuts Missing (=) N/A

Cotter Pins Missing _ =« N/A
Washer@ Broken Missing__
Hold Down Devices

® vy R N/A

Spring Housj

Derails

s v rR(NA

Maximum difference in any 31” in Cross Level on
the siding from the Frog Point to 50” beyond last
long tie

Difference

. Condition of Line thru entire turnout

OVYR



Remarks

Switch # 367 1B Date <-3I-17 Wo#__ 28%9057L

No New DeEreeTs NaTes

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: OLAAMAU &W\f“’ Date:



. Switch Inspection Report/ Semi- Annual

@ ) 1 2 Yard

WO# _ 2830580

‘e S-1-17 Inspection Crew MPou RED l CUHISLER 5 SE.LL_

1. Location:

2. Switch ID# 367 3B

3. Facing Trailing X
Rail Points

4, Pointto Point 5’93’,&

5. Point Condition
Y R
6. Point Throw Nothing less than 4” or greater than
5” Min 3 % “on house top point protector
N__ A4'She R 4"
7. Point opening
N_S¥%W R _S%
8. Fit

Y R
9. Cfsgeneral Condition of the points
R

Gage
10. Heel of Switch

a. Main S Yo
. b. Turnout 36
L. Gage ahead of Bend Skl
Must not be less than 56” or more than 57” for “S”
12. Heel Spread in Inches
a. Main 2 h
b. Turnout_ (s '/ﬂ:

Stock Rail
13. Bend =~ ©
14. Condition ~ ©

Bolts
15. Loose (3] N/A
16. Missing @ N/A
Rivets

17. Loose Q N/A
18. Missing Q N/A
19. Cotter Pins Missing Q N/A
20. Jam Nuts Lqose @ N/A
21. Washers Broken Missing
22. Standard Joihts
Y R N/A

23. Switch Plates

)@v R N/A
Z4. Adjustable Braces

QY R N/A

Remarks on Page 3

Flagman (—; LAK{

25. Non-Adjustable
SY R@

Switch Rods

26. Front Rod
@ Y R N/A
27. #1 Rod (Basket Rod)
O YR N/A
28. #2 Rod
(s) Y R N/A
29. #3 Rod
Y R N/A
30. #4 Rod
Y R N/A
31. Closure Rail

@Y R N/A
32.Surface Rail

Y R N/A
Using a 62” Cord
S=Up to 1” Max allowed Speed
Y=1" to %” Max allowed 1 1/2 “ 40 MPH
R=11/2" TO %” 12 MPH Greater than 1 %" Qut
of Service
33. Head Block Ties
Y R
34. Switch Adjustment
Yes
35. Lubrication

oK @
36. Switch Target/ Lamps

OK Missing 5&9

37. Lathes
QY Missing N/A
38. Locks
@X Missing N/A
39. General Condition
Y R
40. Insulated Joints

§,YR



Frog Inspection Report/ Semi- Annual

@ 1 2 Yard wo# 2090586

e S-31-;1 Inspection Crew M Phriben T SeMigeRr  SSEWL

1. Location:
2. Switch ID# 3(s7 38
3. Facing Trailing Flagman & LAL‘{

44. Frog Tread N QY R .
R @Y R Turnout Ties

59. Conditions
Y R
60. Rail Movement

45. Frog Number #__ 10
46. Frog Point Condition

Y R
47. Condition of Frog @ Y
Y R Tie Plates
48. Surface of Frog 61. Lead
® v R ' & vy R
49. Throat in Inches 374 62. Guard Rail Flangeway
50. Flangeway Depth 1 &Y RN_I/ B R
Flangeway Depth mustnot be less than 1/2” Guard Rail Flangeway cannot be less 1 %”
63. Guard Rail Plates
Gage ) ® vy R
“1. Main Track S¢ >fe

64. Frog Plates

2. Turnout Track St /2 @
Y R

Gage must not be less than 56” for any Class

Guard Rails Bolts
———— 3 ) S N/A
53. Guard Rail Gage NS4 % p sS4 Vi 22 ll;/(ljizz?n 7 NjA
Guard Rail Gage must be less than 54 34 ' )
54. Backtoback N__S2 %R TR Rivets
Back to Back must be less than 53 1/8" 67. Loose o N/A
55. Condition 68. Missing P N/A
Y R 69. Nuts Missing ~ N/A
56. Location of Guard Rail ( Relation to Point) 70. Cotter Pins Missing _© __ N/A
@ Y R 71. Washer(@Broken Missing_
2. Hold D D
Guard Rail Clamps 4 @O v ol\;vnN/iwces
57. Main Track
73. Spring Housing
® v R N/A S
58. Turnout Track } -
74. Derails
PYR N/A § v R
Class 1 Gage 56" to 57 15" 75. Maxi.m.um difference in any.31” in C:oss Level on
More than 57 1/2 “ Out of Service the siding from the Frog Point to 50” beyond last
long tie
Class 3 Gage 56” to 57" @ Difference
pre than 57” to 57 %” downgrade to 76. Condition of Line thru entire turnout
QY R

Class 2 and getsa Y

Remarks on page 3



Remarks

switch#__ 387 38 Date_§-3,-4- WO#_2%90S580

LW ST Stocke bl Hiero Coacykiuc

Il Loose Solew Spuas

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: Date:




Switch Inspection Report/ Semi- Annual

WO#_ 2990514

(/M_aTrmﬁe) 1 2 Yard
\____\“"":__—-—/

te__ S-31~

1. Location:
2. Switch ID# 367 1A
3. Facing ¥ Trailing

Inspection Crew M founey T scHISIER S SELL

Flagman G Llay

Rail Points
4. Pointto Point 51 7%

5 int Condition
S)Y R
6. Point Throw Nothing less than 4” or greater than

5” Min 3 % “on house top point protector
N_ 4% R A43
7. Point opening
N S RS
8. Fit

YR
9.62eneral Condition of the points
G

Gage
10. Heel of Switch
a. Main XL

b. Turnout 36 Sl

i1. Gage ahead of Bend 56'%4
Must not be less than 56” or more than 57” for “S”

12. Heel Spread in Inches

a. Main 7/
b. Turnout_ (o 74

Stock Rail
13. Bend = S
14. Condition —S

Bolts

15. Loose © N/A
16. Missing © N/A

Rivets
17. Loose (/] N/A
18. Missing___q N/A
19. Cotter Pins Missing___© N/A
20. Jam Nuts Loose © N/A
21. Washers @ Broken Missing_
22. Standard Joints

§ v R NA
23. Switch Plates

Qyrn/A
24. Adjustable Braces

£ RN/A

Remarks on Page 3

25. Non-Adjustable
SYR N@

Switch Rods
26. Front Rod

@Y R N/A
27. #1 Rod (Basket Rod)

Cs) Y R N/A
28. #2 Rod
Y R N/A
29.'#3 Rod
Y R N/A
30.7#4 Rod
@Y R N/A
31. Closure Rail

@Y R N/A
32.~Surface Rail

@Y R N/A
Using a 62" Cord
S= Up to 1” Max allowed Speed
Y=1" to %’ Max allowed 11/2 “ 40 MPH
R=11/2" TO %” 12 MPH Greater than 1 %” Out
of Service
33. Head Block Ties
s@® R
34. Switch Adjustment
Yes
35. Lubrication
OK
36. Switch Target/ Lamps
OK Missing
37. Lathes

@ Missing N/A
cks

@( Missing__ N/A
neral Condition

40§su|ated Joints



Frog Inspection Report/ Semi- Annual

WO#

2990574

.mm 1 2 Yard
—

ite. S5-31-17

1. Location:

2. SwitchID#_ 3¢ A

3. Facing X Trailing

Inspection Crew_M Yo en | SCHISLER S SELL

44. FrogTread N ©Y R
R QYR
45. Frog Number#_ 10
46. Erog Point Condition
Y R

47. Condition of Frog

® v R
48. Surface of Frog

(v r
49. Throat in Inches 3%
50. Flangeway Depth L

Flangeway Depth must not be less than 1/2"

Gage .
!?1. Main Track S8

52. Turnout Track SL .
Gage must not be less than 56" for any Class

Guard Rails
53, Guard Rail Gage NS¢ ¥, R 5% %
Guard Rail Gage must be less than 54 3/8”"
54. Backtoback N_S2.% R_ 52 5/
Back to Back must be less than 53 1/8”
55. Condition
>YR
56.<§)cation of Guard Rail { Relation to Point)
Y R

Guard Rail Clamps
57. Main Track

Y R N/A
58. Turnout Track
Y R N/A

Class 1 Gage 56” to 57 15"
More than 57 1/2 “ Qut of Service

Class 3 Gage 56” to 57”
}lore than 57” to 57 %” downgrade to

Class2andgetsa Y

Remarks on page 3

Flagman G LAM

Turnout Ties

59.

60,

ail Movement
Y R

Conditions
Y R

Tie Plates
61. Lead
Y R
62. Guard Rail Flangeway

@Y RN_1"8 R
Guard Rail Flangeway cannot be less 1 %"

63. Guard Rail Plates
Y R
64. Frog Plates
@ Y R
Bolts
65. Loose 0 N/A
66. Missing 0 N/A
Rivets
67. Loose (4 N/A
68. Missing o N/A
69. Nuts Missing o) N/A
70. Cotter Pi issing _ 2 N/A
71. Washers@lllsroken Missing
72. Hold Down Devices
Q v R N/A
73. Spring Housi
S Y R
74. Derails
S Y R
75. Maximum difference in any 31” in Cross Level on

76

the siding from the Frog Point to 50” beyond last
long tie
Difference

. Condition of Line thru entire turnout

QY R



Remarks

Switch # 37 1A Date 5-3i~17 WO # 29890574

SHeues Fpoe

Goveep Bisop

Ln ste. Bwr *3-"% Rop Hicao Cempun /SHsuus

/9 LoOSE Scpeul Spikis

Romres 10’

pores

0,

RoTitd MovemeyT Tinpes

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: s &MAW Date:



AN
Switch Inspection Report/ Semi- Annual \%

WO#__2.¢9 08 14

¢ Mainline) 1 2 Yard
..._.______,_./

E———

Date &§-3/-11

N
£ N AN
Inspection Crew M nggn ! &H]ﬁ! ER S Seu § WY ,QQ\
o

\J

J

1. Location:
2. Switch ID# 367 14
3. Facing X Trailing Flagman___ (o LAY
Rail Points . 25. Non-Adjustable
4. Pointto Point__517% SYRN

Switch Rods

5. int Condition
S)Y R
6. Point Throw Nothing less than 4" or greater than

5" Min 3 % “on house top point protector
N_ 4% R A3
7. Point opening
NS RS
8. Fit

YR
Q.Qeneral Condition of the points
YR

Gage
10. Heel of Switch

. Ve S
b. Turnout 36 Shy

11. Gage ahead of Bend 564
Must not be less than 56” or more than 57” for “S”

12. Heel Spread in Inches

a. Main 7/
b. Turnout__ (74

Stock Rail
13. Bend = S
14. Condition — S

Bolts

15. Loose f2) N/A
16. Missing, 0 N/A

Rivets
17. Loose 0 N/A
18. Missing 0 N/A
19. Cotter Pins Missing___ & N/A
20. Jam Nuts Loose O N/A
21. Washers @ Broken Missing_____
22. Standard Joints
§ YR NA
23. Switch Plates
Qvyrn/A
' 24. Adjustable Braces
£ RN/A

Remarks on Page 3

26. Front Rod

@v R N/A
27. #1 Rod {Basket Rod)

S)Y R N/A
28, #2 Rod
Y R N/A
29.°#3 Rod
Y R N/A
30.7#4 Rod
(DY R N/A
31. Closure Rail
Y R N/A
32.~Surface Rail
SJY R N/A
Using a 62" Cord
S= Up to 1” Max allowed Speed
Y= 1" to %" Max allowed 1 1/2 “ 40 MPH
R=11/2" TO %" 12 MPH Greater than 1 %” Out
of Service
33. Head Block Ties
s@R
34. Switch Adjustment
Yes @
35, Lubrication
0K
36. Switch Target/ Lamps
OK Missing
37. Lathes

@ Missing N/A
38. Locks
Missing N/A

39. General Condition

AR

40. Insulated Joints
Y R



b

1 2 Yard

A’

WO#

Frog Inspection Report/ Semi- Annual

225905 74

——

Date_ S-31~17

1. Location:
2. SwitchiD¥ 3G7 IA
3. Facing X Trailing

Inspection Crew_ M Toumpp 1 SoHislep S SELL

44. Frog Tread N ©Y R
R QYR
45, Frog Number#_ 19
46. Frog Point Condition
Y R

47. Condition of Frog

ORER:
48. Surface of Frog

(dv R
49, Throat in Inches 3 Y
50. Flangeway Depth |2

Flangeway Depth must not be less than 1/2”

Gage .
51, MainTrack___ S0 ™8

/52, Turnout Track___ ST ¥z
Gage must not be less than 56" for any Class

Guard Rails
53. Guard Rail Gage N_S% ¥, R 59 %
Guard Rail Gage must be less than 54 3/8”
54. Backtoback N_S2.% RS2 3
Back to Back must be less than 53 1/8”
55. Condition
>YR
56.<§Jcation of Guard Rail ( Relation to Point)
Y R

Guard Rail Clamps
57. Main Track

Y R N/A
58. Turnout Track
Y R N/A

Class 1 Gage 56” to 57 %
More than 57 1/2 “ Out of Service

Class 3 Gage 56" to 57"
More than 57” to 57 4” downgrade to

Class2andgetsa Y

Remarks on page 3

Flagman_(S LAM

Turnout Ties

59.

Conditions
Y R

60, Rail Movement
Y R

Tie Plates

61,

62.

Lead
Y R
Guard Rail Flangeway
QY RN_1™ R
Guard Rail Flangeway cannot be less 1 %

7

63. Guard Rail Plates
Y R
64. Frog Plates
@ Y R
Bolts
65. Loose g N/A
66. Missing o N/A
Rivets
67. Loose (4 N/A
68. Missing o N/A
69. Nuts Missing o) N/A
70. Cotter PinsMissing D N/A
71. Washers Broken Missing
72. Hold Down Devices
QD v rR NA
73. Spring Housi
S Y R
74. Derails
S Y R
75. Maximum difference in any 31" in Cross Level on
the siding from the Frog Point to 50” beyond last
long tie
Difference

76

. Condition of Line thru entire turnout

QYR



Remarks

Switch # 31 14 Date_5-31-17 WO# 2990574

SHEULES FPOb

Goveer Risop

LW sTe. Powr *3-—"% Rop Hicko Comepnns /Sisuus

/3 LoosE Scpews Spikes

Rores (D

pomes

h.ﬁ(-,]

RaTid MovemieuwT Tinpes

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks

S Ali items inspected are in compliance

Y Attention needed

R Imitate attention

Reviewed by: s &AAW Date:




